Friday, June 22, 2001

Magellan 315 users:  We have recent reports of data loss in the 315 Magellan. This loss was caused by data being created while using external power and a small percentage of units (3%) did not store this data in the gps memory and when external power was disconnected this data went with it.

It turns out that Magellan recently discovered this situation and has written a new version to correct this problem.  The old version is 3.07 and this new version is 3.14 and it corrects the memory power management program.

Please follow these instructions and open the zip file on your hard drive. 

	GPS315 V3.14 Download

	
	WARNING:
YOU MUST FOLLOW INSTRUCTIONS GIVEN BELOW IN ORDER TO AVOID CORRUPTING YOUR UNIT’S FLASH MEMORY DURING THE UPLOAD PROCESS. DO NOT USE INSTRUCTIONS GIVEN IN PREVIOUS SOFTWARE UPDATES. 
This firmware/software should only be uploaded to the GPS receiver or program for which it was designed. Uploading firmware to a receiver for which it was not intended may render the unit inoperative. 

Before uploading software to your GPS 315, check the version in your unit. To check the current version in your GPS 315, turn it on and press enter when prompted to do so. The next screen will display the current software version in your unit. If you have V3.14 or a higher revision number, you do not need to download V3.14.
Instructions
Note: You must follow instructions exactly to avoid corrupting your unit’s flash memory. 
Download the file onto your computer’s hard drive and unzip it.
Connect your GPS unit to the PC using the PC Cable or Power/Data Cable. Make sure to have batteries that are at least 50% full in the unit. 
Run the MAGUP.EXE program file from within Windows. 
Follow the instructions on the PC until ‘Upload Complete’. 
In units with software version earlier than 3.00, you will be requested to turn on the unit again and load software a second time. Simply follow the instructions on the PC until ‘Upload Complete.’
Download – g315_314.zip  Zipped File (622KB) 


After the unit has received this new version, you must reinitialize all

The previous setups, such as navigation screens on/off, UTM vs. Lat/Long and ete.  Also, note that this version turns on the screen backlight to always ON, change this to 15 seconds.  On my PC this update took 2 minutes but on Mike Q’s it took five. You can find this update on Magellan’s website. Return to happy carefree trapping. Call me if there any questions or concerns.

Rick Garrison

Asheville

